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Note: A & B legs must be A---A  B---B

Code for local BX24.

‘data to be sent to the remote device  is stored in variable called txdata

‘data received from the remote device is stored in rxdata

‘local BX24   data output pin = pin2

‘and data input pin = pin 3.

dim txdata ( 1 to 8) as byte
‘reserve 8 byte for local data for transmission 

dim rxdata (1 to 8) as byte
‘reserve 8 bytes for received data

dim icom3 ( 1 to 30) as byte
‘setup incoming buffer for com3

dim ocom3(1 to 30) as byte
‘setup outwards buffer 

sub main()

call definecom3(3,2,bx10001000)
‘define com3 with pin 3 for incoming and pin2 

                                                            ‘for outwards data

call openqueue(icom3,30)

‘open queue 30 byte long

call openqueue (ocom3,30)

‘open queue for outwards data

‘other code to handle putting data to be sent into txdata

do

call putqueuestr(ocom3,”hello”)
‘send text to other end

call putqueue(ocom3,txdata,8)
‘send 8 bytes of local data to other end

if statusqueue(icom3) then

‘is there anything in icom3 ?

call getqueue(icom3,rxdata,8)

‘put data into rxdata

end if

‘other code an’ stuff here

loop

end sub

Code for Remote BX24

Same as above. 

Local 


Bx24





     








MX485





MAX


485








Remote


BX24








